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Digital Thermometers & Data Loggers 

Thermocouple Thermometer: BT-8 Series 
 
Low cost, compact size thermometers features single or dual channel 
temperature measurements with dual display. Suitable for measuring 
& recording temperatures (via optional RS232 interface). 

¶ Resolution: 0.1 OC / 0.1 OF 
below 1000OC / OF  

¶ Accuracy: ±(0.1% 
reading+0.7°C),± ( 0.1% 
reading+1.4°F)  

¶ Type K,  Range: -200OC/
+1372OF                                     
(-328OF/+2501OF)  

¶ Function: OC/OF, MAX, MIN, 
HOLD, REL, MEM                    
LIMIT, Hi/ Lo , TYPE , T1-T2  

¶ Auto Power OFF  

¶ Optional RS-232 interface 
with Windows®                     

¶ CE Approval, to ITS-90. 

THERMOCOUPLE THERMOMETER 

Model: BT-811 Single Channel Type K   

Model: BT-821 Dual Channel Type K 

Note: other models available for K/J/T/E inputs and RS-232 interface 

THERMOCOUPLE THERMOMETER & DATA LOGGER 

Model: BT-722D Dual Channel, Selectable K/J Input, RS-232 

Model: BT-727D Dual Channel, Selectable K/J/T/E/R/S/N Input, RS-232 

Model: BT-747D Four Channel, Selectable K/J/T/E/R/S/N Input, RS-232 

Note: other models available for single channel 

¶ TC : K/J/T/E/R/S/N Types, Single to Four 
Channel  

¶ Resolution 0.1 OC / 0.1 OF below 
1000OC / OF  

¶ Function: OC / OF / K, MAX, MIN, AVG, 
HOLD, REL, LIMIT, Hi / Lo , TYPE , 
COUNT, TIME, CLOCK, CHANNEL, T1-T2, 
T3-T4, BACKLIGHT, RS232, REC, CALL  

¶ Data Logger records 10,000 readings per 
channel  

¶ Auto Power OFF   

¶ CALL-FIT to search memory data                     
(50 pages/sec)  

¶ RS-232 interface with Windows®   

¶ CE Approval, to ITS-90. 

Thermocouple Thermometer & Data Logger: BT-7 Series 
 
Real time data-logger with RS-232 interface accepts up to 4 thermocouple channels for type 
K, J, E, T, R, S or N thermocouples. Store up to 10,000 readings for each channel with a 
perpetual calendar real time function.  The unique CALL-FIT function allows you to read & 
search the desired log data from memory at a speed of 50 pages per second. All the data 
collected by the data-logger during long-term monitoring can be transmitted to computers 
for further analysis using Windows® software.  
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Digital Thermometers & Data Loggers 

THERMOCOUPLE/ RTD THERMOMETER & DATA LOGGER 

 TR-176C Dual Channel (1 x TC/ Model: 
1 x RTD) + IR/USB or RS-232 ,  
Power save Mode 

Note: other models with less options available upon request 

¶ TC : K/J/T/E/R/S/N Types + RTD : 
н²κо²κп²Σ tǘоурΣ мллҠ Ϥ млллҠ κ 
3916 / 3926 

¶ 4 1/2 Digit Triple Display, Resolution 0.1 
OC / 0.1 OF below 1000OC or OF   

¶ Accuracy: ±(0.05% rdg + 0.3°C)  
±(0.05% rdg + 0.6°F)  

¶ Function: OC / OF, MAX, MIN, HOLD, REL, 
ADJ, LIMIT, Hi / Lo , TYPE, TIME, START, 
CLOSE, T1-T2, BACKLIGHT, REC, CALL, 9 
Sections of reserved records    

¶ Data Logger records 10,000 readings/
channel,  

¶ Record Interval & Period setup Auto / 
Manual Power OFF, Save Power Mode  

¶ CALL-FIT to search memory data (50 
pages/sec), Real Time Clock with 
Calendar  

¶ Temperature Offset Adjustment, 
Warning Beeper with Hi/Lo setting  

¶ IR + RS-232 (or USB) interface with 
Window® software  

¶ CE Approval, to ITS-90. 

Thermocouple/RTD Thermometer & Data Logger: TR-1 Series 

These precision thermometers & data loggers combine the most advanced functions & 
features and include two inputs: 1 x thermocouple (selectable K/J/T/E/R/S/N ) and 1 x RTD 
όǎŜƭŜŎǘŀōƭŜ н²κо²κп²Σ tǘоурΣ мллҠ Ϥ млллҠ κ офмс κ офнсύ ŦƻǊ Řŀǘŀ ƭƻƎƎƛƴƎ ϧ ǊŜŎƻǊŘƛƴƎΦ 

The advanced processor provides for 10,000 temperature readings per channel, 
temperature offset adjustment, real time clock with the unique Call-Fit data searching 
capability, plus the Infrared and RS-232 interface or USB port with Window® software for 
data retrieval and/or printing.  Also features built-in Save Power Mode function for the data 
recorder which allows for long review time. 

NOTES 


